


Riedon offers an exceptionally
broad range of resistor products.
These advanced components
use metal foil, metal film, thin
film and wirewound elements.
With Riedon, you can choose
the best technology for your

critical resistor applications.

This brief catalog can only
highlight products which
Riedon offers. If you are
unable to find the appro-

priate product for your
application, please con-
tact our engineering staff
at www.riedon.com or
call (626) 284-9901.

For complete resistor product
specifications, visit our website
at www.riedon.com to down-
load component data sheets.
Or, contact Riedon for delivery
by FAX or mail, and for addi-

tional product information.

Surface Mount Resistors

Both SMD and Chip styles are available for surface
mount applications. Our wirewound SMD designs
have power ratings to 4 watts.

Case Style SMD
Element Technology Wire

Wound
Power (Watts) 05-4
Min. Resistance (Ohms) 0.01
Max. Resistance (Ohms) 50K
Tolerance (= %) to 0.01
TCR (£ ppm/°QC) Note 1
Riedon Part Number S

Series

Product Notes

SMD

SMD

Metal
Strip

to 2

.005

0.1

t0 0.1

120
SL

Series

-
CHIP
SMD Chip Chip
Metal Metal Thick
Film Film Film
1 0.066 - 0.035-
0.5 0.1
50 51 0.1
3M 30M 3§
t0 0.05 0.25-1 1-30
to 3 6-50 to 50
SF-2 CMF  CRS, CHS
Series?  Series?

T <1W: 90; 1-10W: 50; >10W:20

2 sizes Available: 0603, 0805, 1206, 2010, 2512
3 Sizes Available: 0302, 0402, 0504, 0603, 0805, 1206, 1210,

2006, 2512, 4010, 4020

Product Dimensions

S, SL Dimensions (inches)

L

w

5-1 0.130 o0.21

5-2 0.15
5-3 0.25
S-4 0.27

0.275
0.475
0.625

5-5 0.295 0.820

Chip Dimensions (mm)

L
0302 0.5
0603 0.8
0805
1206 1.6
2010 25
2512 3.2
4010 25

H
0.11
0.13
0.18
0.25

L
0.280

H
0.3
0.4
0.4
0.6
0.55
0.55
0.5

.
L




Power Resistors

Riedon’s power resistors have ratings to 2000 watts using metal foil, wirewound and thick film elements. Many of these
power resistors are available with milliohm resistances for current sensing and shunt applications. Most popular case
styles are available.

Frame

Metal
Foil

350 -
20004

0.001°%
500
0.1-2
15

PF1140
Series

Series

UAL SERIES
Frame Tubular
Wire Wire
Wound Wound
5- 5-225
2504
0.01°% <1
250K 100K
.01-5 5
20 400
UAL

TO-238

Thick
Film

1504

5

100K

1-10
100

TSC Series TF1238
TVC Series

TF1238

Plate

Metal
Foil

50 4

0.15
500
0.01-1
5
PF1121

4 When mounted on an appropriate heat sink
5 Available with 4 leads for Kelvin connection

PF1140 Series
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PF3321 UV SERIES
Plate TO-218 TO0-220 TO-220
TO-247
Metal Thick Thick Metal
Foil Film Film Foil
504 504 254 154
0.001° 0.5 0.5 0.015
100 50K 100K 100K
0.1-5 1-5 1-5 0.5-5
15 100 100 15, 100
PF3105 TF1218 TF1220 PF1220,
TF1221 PF3220,
PF3221

c— 3

UAL Dimensions (inches)

B
0.450
0.625

UAL-3
UAL-10
UAL-25 0.781
UAL-50 0.844
UAL-100 2.250
UAL-250 2.500

[ H
0.600 0.320
0.750 0.400
1.062 0560
1.968 0615
3.500 1.750
4.500 2.190

/. oas-178
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e

Ceramic

Wire
Wound

2-15

0.01
90K
0.01-1
20

uUv,uw
Series

UW SERIES
Leads Leads
Wire Wire

Wound Wound
1.5-18 1-10

0.01 0.003 %

260K 0.3
0.01-1 1-5

20 CALL
UT, UB MT Series
Series

0.44" -0.52
0.8"-1.5"
UV SERIES
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sy : High Voltage
Precision Resistors
We offer precision resistors with tolerances to

0.005%. [ —

Y 4

TF2000 SERIES

SAA SERIES MF2000 SERIES PF2160 MF4115 HVR 30 SERIES

Leads® Leads Leads® Leads Leads SIP SIP Leads ¢ Leads  Leads,
: ~ Chip?
Metal Metal Metal Wire Wire Thick Metal Metal Thick Thick
Film Film Foil Wound Wound Film Film Foil Film Film
0.25 0.4- 0.125- 0.06 - 0.2 - 1.35 1.35 0.3 1=3 0.125 -
0.65 0.6 0.175 1.75 0.7
10 1 1 50 50 25 1 10 ™ 100
™ 10M 10K ™M 25M 10M 10M 15K 17T 206G
t0 0.05 to0.05 to0.005 to0.005 to 0.005 1-5 0.05 0.01 1-10 1-10
5-25 3-50 5 to 1 to1 100 3-50 3 50— 500 100 - 250
SAA MF2000 PF2160 SM Series 100 Series TF3000 MF41157 PF4163 8 HVR 30 TF2000
Series Series*  Series Series Series
6 Radial leads, slim body for high population density 7 Up to 19 common return or 10 isolated resistors
& Two resistor network
9 ; : : . 3 ;
*The MF2000 Series is available in RN55, RN60, and RN65 sizes a\;taj.ll[:l{')‘:fn\:rllihvzfglggz;a;;aé{l};a&s, wechip mouniting
0.2" to 3.07"
«—>
— A +—L— I 0.24"
to
<—— Max 51Tmm —>» S
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i I | TF2000 SERIES
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SAA Dimensions (mm) PF2160 Dimensions (mm) 0.1 MF4115
A B P H L <“———30to 50mm ——>
SAA 52 80 25 PF2160 10 7
SMA 70 80 50 PF2161 10 14
SCA 11.0 43 102 PF2162 10 7

HVR 30 SERIES





